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Reference number

Please state in addition to the reference number the total length L (has to be a multiple of 52 mm) and the number 

of conveyor wheels.

Version Reference number

With polymer conveyor wheels BU40, L = XX mm, XX no. 2130
With steel conveyor wheels BU40, L = XX mm, XX no. 2208

Dimensions

Fig.: Dimensions of steel profile Fig.: Dimensions of Roller Track

Fig.: Dimensions with  

polymer conveyor wheels

Fig.: Dimensions with  

steel conveyor wheels

Ordering  

information

Product Description

• For universal use

• Suitable for lightweight and medium-heavy materials to be conveyed

• For inclined conveyors and pushing operations

• Side guides

• Zinc-plated steel profile

• Snap-in function for wheels in the profile

• Standard pitch 52 mm

• Conveyor wheels used
 - Polymer Wheels Series 2130

 - Steel Wheels Series 2200

Technical Data

General technical data  
Material Steel, zinc-plated
Wall thickness 1,2 mm
Standard pitch 52 mm

Load capacity diagram (surface load-deflection 2 mm)
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Customer  

benefits
Applications

Properties

Load capacity

roller traCks bu40
Other Conveying 

Elements

Roller TracksPush conveyor tracks for lightweight and medium-heavy containers

Other Conveyor Elements and Accessories p 134 Roller Tracks BU50 p 158
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