
Injector – Animal Identification Assion Electronic
Simplify your business

SingleSingle--useuse injectorinjector for glass tags ØØ 11,,55 mmmm

Each tag is delivered individually packaged in a disposableEach tag is delivered individually packaged in a disposable
syringe, sterilized and ready for use incl. Barcode-Labels, e.g. to
the labeling of test-tubes

Especially usable for the markingmarking && identificationidentification ofof veryvery smallsmall
animalsanimals ((mircoorganismmircoorganism))!

132,5 mm

82,5 mm

55,0 mm

Technical specification:

Material: Plastic, PP

Sterilization: Ethylene oxide

Injection needle: Ø 2.0 mm

Dimension of the glass tag:
- Ø 1,5 mm x L 7 mm or

- Ø 2,2 mm x L 12 mm

Weight of the injector incl  tag:
- 4,5 g or

Weight of the injector incl. tag:
- 5,0 g

Coating: Perylene

Chip type: EM 4105 (FDX-B)

Frequency: 134,2 kHz

Temperature range: Operation: -25°C up to ~ 85°C      Storage: -40°C up to ~ 125°C

ESD voltage immunity: +/- 2kv peak

Assion Electronic GmbH  I  Grandkaule 9+11  I  53859 Niederkassel (Germany) I  L-vertrieb@assion-electronic.de  I  www.assion.eu

Order No.:

E4000.000228.BF Single-use Injector for glass tags Ø 1,5mm incl. 6 Barcode-Labels

E4000.000227.BF Single-use Injector for glass tags Ø 2,2mm incl. 6 Barcode-Labels


