
Clock
Ex-Time 40
< With Quartz movement
< Sturdy metallic housing
< Simple and uncomplicated time setting

Explosion-protected quartz wall clock

   
Technical Data

Electrical specifications
Battery type 1x LR14 according to IEC (type-tested)
Operating duration 1 year

Measurement accuracy
Accuracy -5 / +15 seconds per month

Ambient conditions
Ambient temperature 0 ... 50 °C (32 ... 122 °F)

Mechanical specifications
Mass approx. 2 kg
Dimensions 400 mm x 60 mm

Data for application in connection with hazardous areas
EU-type examination certificate PTB 02 ATEX 2197 X

Marking 1 II 2 G Ex ia IIC T4 Gb
International approvals

SGS approval
SGS certificate SGSNA/22/SUW/00077X
SGS marking Class I, Division 1, Groups A, B, C, D, T4

UKCA approval
UKCA certificate CML 21UKEX 21404X
UKCA marking 1 II 2G Ex ia IIC T4 Gb

General information
Scope of delivery Ex-Time 40

Batteries
Documentation
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Germany: +49 621 776 2222Pepperl+Fuchs Group

Refer to "General Notes Relating to Pepperl+Fuchs Product Information".

USA: +1 330 486 0002 Singapore: +65 6779 9091
www.pepperl-fuchs.com pa-info@us.pepperl-fuchs.com pa-info@sg.pepperl-fuchs.compa-info@de.pepperl-fuchs.com
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