
The static mixer is installed right after the gear pump to improve the consistency of the melt feed to the die.

  Improve consistency of the melt feed
  Improve uniformity
  Higher quality product appearance

Features and Benefits
Features

	 Static mixers come in six sizes  

	 from 25.4 mm to 101.6 mm  

	 (1 to 4 inch) diameters with  

	 six or nine element “twists”

Benefits

	 More Uniform Homogenization of 		

	 Polymer Properties 

	  temperature 

	  color 

	  viscosity flow 

	  additives

	 Mixes Colors Uniformly

	 Higher Quality Product Appearance

	 System Integration with Adapter to 		

	 Shorten Length of the Line
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Number of Elements (n)	 1	 2	 3	 4	 5	 6	 7	 8

Number of Striation (v)	 2	 4	 8	 16	 32	 64	 128	 256

Flow Division

Flow Division V=2n , where n is the number of elements

DRIVESSTAND

BKG® Static Mixer



PUMP/STATIC MIXER 
COMBINATIONS

STATIC MIXER ASSEMBLY DIMENSIONS

Actual mixer sizes will be process dependent

Specifications

Mixer 
Size

Flange 
O.D. Bolt Circle

Barrel 
O.D. Socket DIA. Bore DIA.

Outlet
C’Bore

Flange
Width

Mixer 
O.A.L. Hole DIA.

# Bolt 
Holes

“ (mm) A B C D E F G H I J

1” 4.50 
(114.3)

3.50 
(88.9)

2.5 
(63.5)

1.626 (41.3)
1.629 (41.38)

1.000 (25.4)
1.003 (25.48)

.188 
(4.78)

1.25 
(31.75)

9.75 
(247.65) .437 (11.1) 4

1½” 6.00 
(152.24)

4.75 
(120.65)

3.5 
(88.9)

2.251 (57.18)
2.254 (57.25)

1.500 (38.1)
1.503 (38.18)

.250 
(6.35

1.25 
(31.75)

14.25 
(361.95) .437 (11.1) 4

2” 7.00 
(177.8)

5.75 
(146.05)

4.5 
(114.3)

3.001 (76.23)
3.005 (76.33)

2.000 (50.8)
2.004 (50.9)

.375 
(9.52)

2.00 
(50.8)

19.00 
(482.6)

.563 
(14.3) 6

2½” 9.00 
(228.6)

7.25 
(184.15)

6.0 
(152.4)

4.292 (109.02)
4.298 (109.17)

2.500 (63.5)
2.504 (63.6)

.375 
(9.52)

2.00 
(50.8)

23.50 
(596.9)

.563 
(14.3) 6

3” 10.00 
(254)

8.50 
(215.9)

7.0 
(177.8)

4.502 (114.35)
4.508 (114.5)

3.000 (76.2)
3.004 (76.3)

.50 
(12.7)

2.00 
(50.8)

28.00 
(711.2)

.688 
(17.48) 8

4” 13.50 
(342.9)

11.00 
(279.4)

9.0 
(228.6)

6.003 (152.48)
6.009 (152.63)

4.000 (101.6)
4.004 (101.7)

.50 
(12.7)

2.75 
(69.85)

37.00 
(939.8)

.813 
(20.65) 8

Mixer 
Size

Item 
Number

Retainer Ring 
O.D.

Retainer Ring
I.D.

Retainer Ring 
Width Leading Depth.

6 Element
Ass´y O.A.L.

Element 
Width Element O.D.

Element 
Thickness Pin Length Pin Location

“ (mm) “ (mm) A B C D E F G H I J

1” 008802 1.602 (40.69)
1.598 (40.58 1.003 (25.47) .750 (19.05)

1.000 (25.4)
.125 (3.17)
.747 (18.97) 9.00 (228.6) 1.50 (38.1) .875 (22.22) .093 (2.36)

.870 (2.20) .250 (6.35) .650 (16.51)

1½” 008803 2.223 (56.46)
2.219 (56.36)

1.503 (38.17)
1.500 (38.1)

1.125 (28.57)
1.120 (28.45) .125 (3.17) 13.5 (342.9) 2.25 (57.15) 1.380 (35.05)

1.375 (34.92) .188 (4.78) .250 (6.35) .930 (23.62)

2” 008804 2.969 (75.41)
2.963 (75.26)

2.003 (50.87)
2.000 (50.8)

1.500 (38.1)
1.495 (37.97) .125 (3.17) 18.00 (457.2) 3.00 (76.2) 1.880 (47.75)

1.875 (47.63) .250 (6.35) .250 (6.35) 1.211 (30.76)

2½” 008805 4.257 (108.12)
4.253 (108.02)

2.503 (63.57)
2.500 (63.5)

2.250 (57.15)
2.245 (57.02) .125 (3.17) 22.50 (571.5) 3.75 (95.25) 2.380 (60.45)

2.375 (60.32) .250 (6.35) .250 (6.35) 1.688 (42.88)

3” 008806 4.467 (113.46)
4.463 (113.36)

3.005 (76.32)
3.000 (76.2)

2.250 (57.15)
2.245 (57.02) .125 (3.17) 27 (685.8) 4.50 (114.3) 2.880 (73.15)

2.875 (73.02) .250 (6.35) .250 (6.35) 1.867 (47.42)

4” 008807 5.969 (151.61)
5.964 (151.49)

4.005 (101.72)
4.000 (101.6)

2.250 (57.15)
2.245 (57.02) .125 (3.17) 36 (914.4) 6.00 (152.4) 3.875 (98.42)

3.865 (98.17) .250 (6.35) .250 (6.35) 2.491 (63.27)

Mixer 
Size

Pump
Size

1” 110/110
155/155

1½” 
110/110
155/155
183/183

2” 
183/183
240/240
275/275

2½”
240/240
275/275
300/300

3” 
300/300
350/350
430/430

4” 350/350
430/430

HJ
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