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TISPLUS SNAP-ON NFC READER

CHARACTERISTICS

• Mifare® NFC Reader/Writer in snap-on Case for Zebra 
MC55/65/67

• Charging of MC55/65/67 with reader in docking station, 
in the vehicle cradle or charging adapter

• Automatic shutdown of the reader if external USB inter-
face is used, e.g. docking station with Active Sync

• Easy installation

SnapOn NFC Reader for Zebra MC55/65/67
Snap-on NFC Reader from TIS for secure contactless charging of small amounts, control of access

to internal systems, time and attendance of your employees, etc.

ITEM NUMBER

23-55-09-TSO TISPLUS Snap-on NFC Reader for 
Zebra MC55/65/67 (Reader only)

DIMENSIONS AND WEIGHT

• 76 x 53 x 27 mm
• ca. 55g

CERTIFICATIONS

• C, WEEE, RoHS-II com-
pliant

FREQUENCY

• 13.56 MHz

POWER CONSUMPTION

• RF off: 10mA
• RF on: typically 80mA

ISO14443A ISO1443B ISO18092/NFC

• Mifare Classic 1k & 4k
• DESFire EV1, Mini, Plus
• S&X
• SmartMX,
• Ultralight, Ultralight C,
• SLE44R35,
• my-d move (SLE66Rxx),
• PayPass1)
• Legic Advant1)

• Calypso2)
• CEPAS2)
• Moneo2)
• SRI512, SRT512,
• SRI4K,SRIX4K
• PicoPass2)
• HID iCLASS2)

• NFCIP-1: Active and passive
• communication mode
• NFC Forum Tag Type 1-4
• Sony FeliCa2)

1) UID Only 2) UID Only – read/write on request

TECHNICAL SPECS

SUPPORTED TRANSPONDERS

Mobile device not included in delivery.

TIS incorporated the NFC reader in a snap-on 
housing that connects the reader to the interface 
of the mobile data terminal. Integrate the reader 
either in your Zebra MC55, MC65 or MC67. The 
use of the Snap-on Adapter does not affect the 
warranty for the mobile devices.


