
The World of Hangcha

A Series Electric Explosion Proof Forklift
with capacities of 1,000 to 3,500kg

Factory site: 666 Xiangfu Road, 
Hangzhou, Zhejiang, China (311305)

ZHEJIANG HANGCHA IMP. & EXP. CO., LTD.

sales@hcforklift.com
www.hcforklift.com

Tel:  +86-571-88926735  88926755
Fax: +86-571-88926789  88132890 

HANGCHA GROUP CO., LTD. reserves the right to make any changes without notice concerning 
colors, equipment, or specifications detailed in this brochure, or to discontinue individual 
models. The colors of trucks, delivered may di�er slightly from those in brochures.

HANGCHA trucks conform 
to the European Safety 
Requirements.ISO9001:2015ISO14001:2015 2
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Follow us on
Facebook

Follow us on
YouTube

Follow us on
WeChat

Download  “Hangcha
Forklift” App 



We are the first forklift manufacturer to use National Explosion 
proof standard for gas and dust area. Our Explosion proof degree has 
reached the Exdem(ib)mbs II BT4 Gb/Ex tD(ibD)mbD A21 IP65 T130°C 
and can be used in the gas environment of Zone1 & Zone2 and dust 
environment of Zone 21 & Zone 22 separately or coexist. 

Explosion proof type instrument Comfortable operation space

3 4

Explosion proof type air horn Explosion proof type AC motor
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Explosion proof type battery Explosion proof type LED rear 
work lamp
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Electrical control system
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Explosion proof type tyres Explosion proof type LED lamp
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A Series Electric Explosion Proof Forklift

Ex Explosion proof

s Special 

d Explosion proof 
enclosures

e Increased safety 

ib Intrinsic safety

mb Type of protection 

II Not for mining use

B Type of explosive material

Gb Zone 1

tD Protection by enclosures

ibD Protection by intrinsic 
safety

mbD Protection by 
encapsulation

A Type of device

21 Use zone

IP65 Protection level 

T130°C Temperature level

T4 Temperature di�erence

Fitted zone for operation:Zone 1, Zone2, Zone21, Zone 22.

Explosion proof degree explanation



A Series Electric Explosion Proof Forklift Specification
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Manufacturer 

Manufacturers type designation

Load capacity/rated load

Load centre distance

Load distance, centre of drive axle to fork

Wheelbase

Service Weight，Including battery

Tyre size, front

Tyre size, rear

Tread, Front

Tread, Rear

Tilt of mast/fork carriage forward/backward

Height, mast lowered

Free lift

Lift

Height, mast extended

Height of overhead guard STD.

Seat height

Length to face of forks

Overall width

Fork dimensions

Distance between fork-arms

Ground clearance, centre of wheelbase

Aisle width for pallets 1000 x 1200 crossways

Aisle width for pallets 800 x 1200 lengthways

Turning radius

Travel speed, laden/unladen

Lift speed, laden/unladen

Drive motor rating S2 60 min

Lift motor rating at S3 15%

Battery voltage, nominal capacity K5

Type of control

Operating pressure for attachments

Explosion proof level

Gradeability, laden/unladen5.7

Q (kg)

c (mm)

x (mm)

y (mm)

kg

b10 (mm)

b11 (mm)

α/β(°)

h1 (mm)

h2 (mm)

h3 (mm)

h4 (mm)

h6 (mm)

h7 (mm)

l2 (mm)

b1 (mm)

s/e/l (mm)

b5 (mm)

m2 (mm)

Ast (mm)

Ast (mm)

Wa (mm)

km/h

m/s

kW

kW

V/Ah

bar

%

CPD10-AC4-Ex

1000

500

406

1380

3200

6.00-9

5.00-8

888

897.5

5\10

1995

135

3000

3935

2130

1030

2098

1120

30×120×900

240/1000

110

3506

3706

1900

12/13

0.31/0.45

7(AC)

8.2(AC)

48/420

AC

145

13/-

CPD15-AC4-Ex

1500

500

406

1380

3200

6.00-9

5.00-8

888

897.5

5\10

1995

135

3000

3935

2130

1030

2098

1120

30×120×900

240/1000

110

3506

3706

1900

12/13

0.29/0.44

7(AC)

8.2(AC)

48/420

AC

145

13/-

Exde(ib)mbs II BT4 Gb/Ex tD(ibD)mbD A21 IP65 T130°C

CPD20-AC4-Ex

2000

500

455

1485

4000

23×9-10

18×7-8

1058

960

5\10

2070

140

3000

4040

2155

1070

2310

1265

40×130×1070

260/1038

120

3695

3895

2040

10/13

0.25/0.41

7(AC)

8.2(AC)

48/630

AC

175

10/-

CPD25-AC4-Ex

2500

500

455

1485

4300

23×9-10

18×7-8

1058

960

5\10

2070

140

3000

4040

2155

1070

2330

1265

40×130×1070

260/1038

120

3745

3945

2090

10/13

0.24/0.41

7(AC)

8.2(AC)

48/630

AC

175

10/-

CPD30-AC4-Ex

3000

500

475

1625

4850

23×9-10

18×7-8

1058

960

5\10

2100

145

3000

4135

2190

1070

2465

1265

45×130×1070

190/1200

125

3905

4105

2230

10/12

0.22/0.40

10(AC)

13.2(AC)

80/500

AC

175

10/-

CPD35-AC4-Ex

3500

500

475

1625

5460

23×10-12

200/50-10

1068

960

5\10

2186

145

3000

4221

2190

1070

2485

1302

50×130×1070

190/1200

125

4161

4260

2310

10/12

0.19/0.33

10(AC)

13.2(AC)

80/500

AC

175

10/-

X: Load distance

B: Length of load or forks which is longer

a=200mm safety clearance
Ast=B+X+Wa+a

Explosion proof degree explanation:

Exdem(ib)mbs II BT4 Gb/Ex tD(ibD)mbD A21 IP65 T130°C

Introduction
/

/

/

/

/

Use multi-Explosion proof measurements, making forklift more 
safe and stable and operation more convenient.
Add separate intelligent self-control system, supervising and 
protecting on alternate temperature, brake temperature and 
forklift insulation.
The traction motor、pump motor and controller all use alternat-
ing variable frequency technology to make higher e�ciency and 
better controlling. No use of contact or carbon brush to make 
easier repair work.
Plenty features: including head light, turning lights, brake light, 
emergency switch, alarm light, horn, reverse light, charging plug 
and so on. 
All Explosion proof lights are all use pressure casting 
aluminum-alloy case, LED cold light source, low heating, long life, 
high brightness and maintenance free. 

Options
/

/

/
/
/
/

Charger
Dual tyres
Side rearview mirrors
Other length forks
Wide carriage
Wide backrest

/
/
/
/
/

Full free Duplex mast
Full free Triplex mast
Sideshifter
Other forklift attachment
Solid tyre

Standard Specification
/

/

/

/
/
/
/

/

/

/

/
/
/
/

/

/

/
/
/

Explosion proof type instrument panel 
Explosion proof type control box
Explosion proof type head light
Explosion proof type brake light
Explosion proof type alarm light
Explosion proof type accelerator 
Explosion proof type traction motor
Explosion proof type pump motor
Explosion proof type battery
Explosion proof type emergency switch
Explosion proof type switch
Antistatic tyre
Computerized traveling & lifting & steering
Full hydraulic steering system
Soft landing system
Standard fork
3 meter wide view Duplex mast
Charging plug
Horn (Imported)


