
Rel. 20220414
DGC 300

Diaphragm differen�al pressure gauge (and/or switch)
for sta�c pressure up to 100 bar

Available pressure ranges: 
0...0.075 to 0...4 bar differen�al pressure
0...1 to 0...60 psi

Specifica�on:

The instrument can be calibrated with square root scale for flow measurement.

Available versions:

Switches:
adjustable from 30 to 100% of full scale value
• 1 or 2 SPSTs with a DIN plug
• 1 or 2 SPSTs with a terminal strip
• 1 SPST with a built in relay
• 1 or 2 SPDTs with a terminal strip
• 1 or 2 SPDTs with a DIN plug

A curc acy: ±2% FS ) ( ascendingcalibrated at  pressure
Migra�on: no migr o leakage from high to low port)a�on (zer
Ranges: 0...0.75 to 0...4 bar anges in other unitsor equivalent r
Fir  m on t scale:st arking  he 15% FS
Sensing element: diaphragm
We�ed parts: diaphragm, body mater  steel AISI 302 spring and ceramic magnetial, stainless 
Case material: st inle l AISI 304, available with case diametersa ss stee

2", 2.5", 3.5  5" and 6"", 4", 4.
or
engineering polymer, a ble it case diamtersvaila  w h 
2.5", 4.5" and 6"
or
ba ase with case diameter 4"yonet style c

Mounting: direct or with front flange or with 2" fa e moun�ngpipe and sur c
Max. w pressure:orking 100 r 500 psi)ba  (1
Max. pr emperature:ocess t 0. 0°C (32...175°F)..8
Body material: aluminium  , brass, or stainell steel AISI 316 or monel
Diaphragm: Buna-N or Viton or EPDM
Window: glass or toughened glass or c a safet glassa rylic nd y 
Connec�on: 1/4" NPT F or 1/4" BSP F t a ot s or hough daptor her
P :or�ng in-line or rear or bo�om or bo�om nd  and vent ora vent or in-line 

in-line and bo�om or in-line and back or bo�om ne vent and inli
Over range protec�on: up to the max. w essure from high sideorking pr
Pr auge and switch):otec�on (g IP 6 (NEMA5 -4)

Gauge Switch Gauge+Switch
(with a terminal strip inside)

Gauge+Switch
(with a DIN plug on top)

Switch cover combina�ons

with DIN plug with terminal strip
and cable glands
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Mounting backets:

Surface mounting Horizontal pipe mounting Vertical pipe mounting Panel / flange mounting

Op�ons:
• Liquid filling      • Red follower pointer
• Customer logo     • Dual scale
• Colour band      • Filter mesh in (+) connec�on
• Calibra�on at descending pressure   • Moun�ng brackets (several versions)

Por�ng details:

2x1/4" NPT / BSP

9.0
Moun�ng holes
2x1/4"UNC

9.0 23

62.10

back por�ng

N  : 2x1/4”UNC .ote moun�ng holes provided on request

bo�om por�ng

62.10

2 x 1/4"NPT / BSP

Mounting holes

2x1/4"UNC9.0 23

DRUCK TEMPERATUR &  Leitenberger GmbH • Bahnhofstr. 33 • D-72138 Kirchentellinsfurt • GERMANY
Tel. +49-7121-90920-0 • Fax +49-7121-90920-99 • -Export@Leitenberger.de • DT www.druck-temperatur.de

Diaphragm differen�al pressure gauge
max. sta�c pressure 100 barDGC 300

2



DRUCK TEMPERATUR &  Leitenberger GmbH • Bahnhofstr. 33 • D-72138 Kirchentellinsfurt • GERMANY
Tel. +49-7121-90920-0 • Fax +49-7121-90920-99 • -Export@Leitenberger.de • DT www.druck-temperatur.de

Diaphragm differen�al pressure gauge
max. sta�c pressure 100 bar DGC 300

3

Standard dimensions:

9.0 23.0
85.2

112 b

a 50.7

ch

* PANEL CUTOUT = d +1

F

120°

85.2

112

4.2

P.C.D.

3 PLACES

ch

d2

b

a 50.7

o

STANDARD CASE

FLANGE CASE

19150(6")

 1/4"BSP - 1/4"NPT

80 (3.5")

100 (4")

115(4.5")

DIAL

63 (2.5")

19

19

19

F a

19

69.7 20

69.7 20

69.7

69.7 20

20

b

69.7

ch

20

154.3

83

104.3

119.7

d

66

O

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

181

109

146

131

93

19

19

19

19

 1/4"BSP  - 1/4"NPT

80(3.5")

150(6")

115(4.5")

100(4")

63(2.5") 19 69.7

82 20 99

20152.5

117

102

20

20

171

136

121

65 20 83

d1DIAL O F a b d2 ch p.c.d.

 1/4"BSP  - 1/4"NPT

 1/4"BSP  - 1/4"NPT

 1/4"BSP  - 1/4"NPT

 1/4"BSP  - 1/4"NPT 154.3

83

104.3

119.7

 d  *

66

69.7

69.7

69.7

69.7

2X1/4” UNC
Mounting holes

9.0

2X1/4” UNC
Mounting holes

9.0

23.09.0
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Gauge eedswitch with DIN lug  erminal trip and r p and t s

128.5

101.7

b

50.7a9.0 23.0

2X1/4” UNC
Mounting holes

9.0

80

100

115

19 69.7

69.7

69.7

69.7

19

19

19

20

20

20

20

66

104.3

83

119.7

F a db ch

63

DIAL O

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

150 69.719 20154.3 1/4"BSP - 1/4"NPT

128.5

101.7 50.7a

b

9.0 23.0

2X1/4” UNC
Mounting holes

9.0
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Gauge eedswitch with erminal trip  1/2” NPT onduit onnec�on and r t s and c c

128.5

101.7 50.7a

b

150 69.719

80

100

115

19 69.7

69.7

69.7

69.7

19

19

19

20

20

20

20

20

154.3

66

104.3

83

119.7

F a db ch

63

DIAL O

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT

 1/4"BSP - 1/4"NPT
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with DIN Plug

Switch 

with Terminal Strip

Advantages of DGC 300 instruments:
Instrument automa�cally resets a�er line surges and cold start. This eliminates balancing of differen�al pressure instrument a�er 
such events.

NOTES regarding DGC 300 instruments:
• Up to 1% accuracy available on request.  • Top vent not available with switch op�on.
• For stainless steel AISI 316 case, please • Liquid filling and follower pointer available.       
   contact DRUCK & TEMPERATUR Leitenberger (MOQ applies).
• Switch adjustment range between 30% and 100% of full • Moun�ng bracket: aluminium (standard); 
   scale deflec�on (FSD). For specific details, please contact    stainless steel (op�onal).
   DRUCK & TEMPERATUR Leitenberger.
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        Instrument specifica�on : code sequence  

          

DGC 300-  XX -  X -  XX -  XX -   X -  XX -   X - X - XX - (Range)-    X                    
11 10 9 8 7 

Series
Type

        

Body material

        

Dial size

        

Connec�on

        

Por�ng

        

Case  

        

Window

        

Seal / Diaphragm

        

Switch

        

Range

        

Op�ons

6 5 4 3 2 1 12 

1 Mo lde l DGC 300

2 Typ G Gau e + g Switch S switch
GS gauge + switch

3 Bod  materi ly a A alu inm ium S st.st. AIS 16I 3
B brass M Monel

4 Dial size 2.0 2.0 0)" (DS 5 4.0 4.0 00)" (DS 1
2.5 2.5 3)" (DS 6 4.5 4.5 15)" (DS 1
3.5 3.5 0)" (DS 8 6.0 6.0 50)" (DS 1

5 Con onec� n 4N 1/4" NP d.)T F (st 4B 1/4" BSP F
ZZ special c ronnec�on sizes via adapto

6 Por�ng 1 in d.)-line (st 5 in ent-line + v
2 rear / back 6 in om-line + bo�
3 bo�om 7 bo�om v eent + in-lin
4 bo�om + vent 8 in-line + back

7 Case S4 st.st. AIS 04 (I 3 std.) S6 st.st. AIS 16I 3
F4 st.st. AIS 04 flangeI 3
EP engineering polymer (av .5" and .0" only)ailable in 2.5", 4  6
BF bayonet (av ty glass only)ailable in 4.0" and with safe

8 Window F glass (std.) A acrylic
T to ghened gu lass L safety ass gl

9 S a agmeals/Di phr B Buna-N (std.) E EPDM
V Viton

10 Sw hitc    see table "Switch" on next page

con�nued on next page
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Contact for special execu�on.DRUCK & TEMPERATUR Leitenberger GmbH 

select op�on & specifica�ons 

 

5 One SPDT, with a DIN plug *)

 

6 One SPDT, with a terminal strip

 
7 Two SPDTs, with two DIN plugs 

 
8 Two SPDTs, with a terminal strip 

 

0 None

 

1 One SPST, with a DIN plug *)

 

2 One SPST, with a terminal strip

     One SPST, with built in relay2A

 

3 Two  SPSTs, with a DIN plug *)

 

4 Two  SPSTs, with a terminal strip

+

+

 

1  standard 2 3 4

 

10 VA 40 VA 100 VA 60 VA

 

100 V 230 V 300 V 240 V

 

0.5 Amp 1 Amp 1 Amp 3 Amp

 

Adjustable Adjustable Adjustable Adjustable

SPST Specifica�ons (AC/DC max)

SPDT Specifica�ons (AC/DC max)

 

1 standard 2 3 

 

3 VA 5 VA 5 VA 60 VA

 
30 V 125 V 175 V 400 V

 
0.3 Amp 0.25 Amp 0.25 Amp 1 Amp

 Adjustable Adjustable Adjustable Factory Set

4

Example: Switch selec�on 21 is 1 SPST with terminal strip 
with switch specifica�ons 10VA, 100V, 0.5Amp 

10 Sw hitc

*) DIN plug mounted on the top

s o and pressuretandard ranges: ( ther ranges  units on request)
  
  
  

 

  
  

Kg/cm²
bar
mbar
psi
kPa

 0.075 0.25 - 0.5 0.75 1 - 1.6 2 2.5 3 - 4   

 0.075 0.25 - 0.5 0.75 1 - 1.6 2 2.5 3 - 4   
 

75 250 - - 750 - - - - - - - - 
  

 
1 - 5 8 - 15 20 25 30 - 40 50 60 

  
 

- 25 - 50 75 100 - 160 200 250 300 - 400 
  

11 Range

12 Op�ons 0 none
A glycerin fil  accue led (affects rac)
B red follower pointer o o s accuracy)n acrylic wind w (affect
C custo omer log
D dual scale
E co dlour ban
F filter mesh in (+) connec�on
G reverse ter moves from right to le�) port (poin
H descend ali er d ery �me)ing c bra�on (long eliv
N NACE
S silicone o  (il affects accuracy)
I oxyg n qen service (o  re uest)

M1 horizontal 2" ipe mop un�ng bracket
M2 surface mo  bracketun�ng
M3 ver�cal 2 e �ng" pip moun  bracket

metallic switch cover with t f plamper proo as�c plugs
(m imum o an nin rder qu �ty applies, o  request)

Q


