
Rel. 20240310
Professional Handheld Indicator LHMLR-Cal 
for pressure, force/weight and torque

• With internal pressure or force sensor or without internal sensor.
• External sensors for pressure and torque.
• Rigid aluminium housing, portable.
• Up to 4,800 measurements per second, programmable.
• Data logger (130,000 measured values).
• USB interface.
• PEAK func�on, posi�ve and nega�ve.
• „First PEAK“ detec�on, programmable.
• Programmable filter and average func�on.
• Chargeable Li-Ion ba�ery, incl. USB charger.
• 15 pressure units, 9 force/weight units, 8 torque units.
• Up to 7 external sensors, also mixed, automa�c sensor recogni�on.
• Possibility of linearisa�on and calibra�on of the sensor(s).
• Op�onal WIRELESS data transmission.

The mul�purpose  accurate handheld indictator  is not only suitable for very high LHMLR-  Cal
precise measurement of pressure, force and torque in the field, but also specially as reference 
instrument for calibra�on,  and adjustment of pressure, force or torque reading verifica�on
instruments. The analog-digital converter‘s resolu�on of 50,0000 digits works with all  LR-Cal
reference sensors with 2mV/V signal. Via menu it is possible to set zero-point and span as well as 
linearisa�on with 5 points.

The measurement rate of up to 4,800 measurements per second make this handheld instrument 
ideal for detec�on of max. or min. values (PEAKs).

LR-Cal LHM
Very precise
and accurate

measurement of
pressure, force

and torque.

LR-Cal LHM with internal pressure sensor,
from 100 mbar, accuracy up to 0.05% FS
in transit case, with pressure test pump

 as kit for calibra�on, verifica�on LPP 10LR-Cal
and adjustments, for small

pressure values, with very high accuracy.
Recommended:

(to be ordered separately):
Rubber protec�on cap
Order-Code: LHM-GK

DRUCK TEMPERATUR &  Leitenberger GmbH • Bahnhofstr. 33 • D-72138 Kirchentellinsfurt • GERMANY
Tel. +49-7121-90920-0 • Fax +49-7121-90920-99 • -Export@Leitenberger.de • DT www.druck-temperatur.de

Professional handheld indicator  LHMLR-Cal
for pressure, force/weight and torque LHM

1



Instruments with internal pressure sensors are fi�ed with 1 or 2 (differen�al pressure versions) 
pressure ports at the top of the instrument: M8 female. For pressure hose connec�on we 
recomment our part number : Push&Pull quick fit hose connector for pneuma�c LPP-10-PN-STECK
hoses 4 x 2.5 mm.

Specifica�on:
S plyup Built-in chargeable Li-Ion ba ery, 3  7 0 mA Type 14500� .7 V, 5 h, 
Opera�ng �me with fully charged ba�ery: approx. 24 h (if backligh  offt is switched

and no da log gta gin
Graph is lay:ic d p L 1 8 x 4 d   3 level of back lightningCD 2 6 ots with

1 ° ro le on key press80 tatab
S le pressure units:electab bar, mbar, psi, Mpa, kPa, Pa, O, inH2O, kg/c ,mH2 m², mmHg

c , in g, a , mmH2OmHg H tm, mHg
S le force/weight units:electab kg g, daN, kN, MN, lb, klb, t, N, 
S le torque units:electab Nm, Nmm, kgm, kNm, in/lbf, �/lbf k, gcm, gmm
S le displacement units:electab mm, inch
Interna s u�on:l re ol 2 it4 b
Readings per second (p ble):rogramma 5, 10, 20, 50, 100, 300, 600, 1200 2 00 od 4 00, 4 er 8
Ma ns s io  rate (USB):x. tra mi s n 5  con�nuous mode)0 ms (in
Digital (moving average): filter 1 2 4 8 1  3 oints, , , , 6 or 2 p
Programmable o �on:res lu 1, 2, 5, 10 2 0 o 0, 0, 5 r 10
ZERO u c n:f n �o 1 % S00 F
PE c n:AK fun �o Posi�ve and Nega�ve
Data ogl ger: 130,000 values, programmable   2  oder key press(1 s to 4 h) 
Reference temperature: +23°C
W g temperature:orkin  +10… °C+50
S e temperature:torag -10… °C+60
Protec�on degree: IP 40
Case material: Glassfiber-reinforced technopolymer (version with integr. force sensor: aluminum)
Dimensions: 176 x 79 3  x 2 mm
Max. number o  al sensors:f extern Up 7 s s rs automa�c recogni�onto  en o , 
In ace:terf USB , o W S with op�on " 2.0 r IRELES L WFHM- "

Op�onal in nal senter pressure sor g u  so o e �al pressure, opt. with vacuuma ge, ab lute r differ n
Gauge and differen press re ranges:�al u 1 r, 50 ar,  00 mba 0 mb 1 bar, 2,5 bar or 5 bar
Absolute s u ranges:pre s re 500 mbar, 1 b 2 ar oder 5 barar, ,5 b
Acc racy:u ≤±0.1 o0% or p�onal ≤0 5% wi op�on ".0 th L KL005HM- "
Temperature influen t zero and at FS):ce (a ea h 0 1%c  ≤± .0
Pres  psure ort: M8 female, suitable for q  i ose connectoruick f t h
(at differen�al p ure  ortsress : 2 p ) "L -PN-STEPP- CK10 " (for ho e  not in standard supply)s 4 x 2  mm, .5
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Resolu�on (internal pressure sensors):
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Input for e a sen sxtern l sor
Inpu n :t sig al ±2 mV/V 
Interna s u�on:l re ol ±5 000,0
Acc racy:u ≤ .00 1%
Supply: 5 VDC % ±4
Electrical conn :ec�on 4-wire
Temperature influen t zero and at FS):ce (a ea h 0 1%c  ≤± .0

Pres  rasure nges: 10 bar, 20 bar, 0 b 1 0 b 2  b 3  r, 50  ar, 70  ar,5 ar, 0 ar, 50 ar, 50 ba 0 b 0 b
100  ar, 15 0 b 2 0 b0 b 0 ar, 00 ar

Acc racy:u ±0.1% or op�on ±0 5% wi op�on "al .0 th LHM- 005P-KL "
W g range:orkin  up to 100% FS (at dynamical u   to  75% FS)press res up
Overp uress re: 1 % S50 F
Burs res ut p s re: >3 % S00 F
M s remenea u t frequency: f m 0 to 00 kro 2  1  Hz
Temperature influen t zero and at FS):ce (a ea h 0 15%c  ≤± ,0
Pres  psure ort: 1 " P male/2 BS
Recommended gasket up 7 0 bto 0 ar: U rin  63 18SIT- g A -
Recommended ng  seali ≥1 0 b00 ar: Double sealing con °, Coe 60 de TLDMM-DK (not in standard delivery)
Ma :terial S les teeltain s s
Conn  to ec�on L -R Cal

 

LHM: approx. 4 m connec�on cable, automa ogni�on�c rec

Op�onal ex nal sen  ter  pressure sor TP16LHM-

Op�onal in nal ce senter for  sor (measurement of compression and tension):  - instrument housing in black coated aluminum
Fo e ges:rc ran 10N, 25N, 50N, 100N, 250 , 5 N, kN, kN o 5N 00 1 3 r  kN
Acc racy:u ≤±0.05%
Temperature influen t zero and at FS):ce (a ea h 0 1%c  ≤± .0
Pro ess con n:c nec�o M6 threadmale 

Tool-kit „ “ included in scope of supplyLHM-N-KITResolu�on (internal pressure sensors):     
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Aufl./Res.

Torq ranges:ue 0,5 Nm, 2,5 Nm, 5 N  2  5  1  N 0 NM,m, 10 Nm, 5 Nm, 0 Nm, 00 m, 25
5  or 10  00 Nm 00 Nm

Acc racy:u ±0.2% or op�on ±0 % th op�on "al .1 wi L T S 01HM- R -KL "
W g range:orkin  up to 100% FS (at dyn rques up to 70% FS)amic to
Ma ad:x. lo 1 % S50 F
Burs ad:t lo >3 % S00 F
Reference temperature: +23°C
W g temperature:orkin  -10… °C+70
S ge temperature:tora -20… °C+80
Conn  port:ec�on 0,5 - 2,5   - 5 - 10 Nm: □ 1/4"

2  N5 - 50 m: □ 3/8"
100 - 25  0 Nm: □ 1/2"
5   000 Nm: 00 - 1 □ 3/4"

Ma :terial S les teeltain s s
Conn  to ec�on L -R Cal

 

LHM: approx. 4 m connec�on cable, automa ogni�on�c rec

Op�onal ex nal q r T Ster  tor ue senso R  (measurement clockwise and counter-clockwise):LHM-
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Dimensions [mm] (the images on the le� hand side are showing the version with WIRELESS op�on)

Dimensions [mm] External pressure sensor LHM-TP16:

Dimensions [mm] Externer torque sensor  LHM-TRS:

Installa�on / Sealing LHM-TP16:

Ar� lke -Nr. Bereich
Orde -Cor de Load
LHM-TRS-8005 0,5 Nm 1/4" 7,5 44 8 10 45 85
LHM-TRS-0002 2,5 Nm 1/4" 7,5 44 8 10 45 85
LHM-TRS-0005 5 Nm 1/4" 7,5 44 8 10 45 85
LHM-TRS-0010 10 Nm 1/4" 7,5 44 8 10 45 85
LHM-TRS-0025 25 Nm 3/8" 10,5 44 11 10 45 85
LHM-TRS-0050 50 Nm 3/8" 10,5 44 11 10 45 85
LHM-TRS-0100 100 Nm 1/2" 15,0 44 16 10 45 85
LHM-TRS-0250 250 Nm 1/2" 15,0 44 16 10 45 85
LHM-TRS-0500 500 Nm 3/4" 22,5 53,5 24 17,5 51 91
LHM-TRS-1000 1000 Nm 3/4" 22,5 53,5 24 17,5 51 91

G□ A B C D E F
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Ar�kel-Nr. Bereich Ma axia stx. le Bela ung Ma che Bela tungx. seitli s Ma Abwix. nklung
Order-Code Range Ma axia pe sibl lox. l rmis e ad Ma latera ibl dx. l permiss e loa Bendin limit momentg  
LHM 005-TRS-8 0,5 0,38 kN 15 N 1 Nm
LHM 002-TRS-0 2,5 0,38 kN 15 N 1 Nm
LHM 005-TRS-0 5 0,5 Nk 15 N 1,5 Nm
LHM 010-TRS-0 10 0,9 Nk 30 N 3,5 Nm
LHM 025-TRS-0 25 2,2 Nk 30 N 4,5 Nm
LHM 50-TRS-00 50 3,5 Nk 80 N 15 Nm
LHM 100-TRS-0 100 6 kN 150 N 20 Nm
LHM 250-TRS-0 250 9,5 Nk 180 N 42 Nm
LHM 00-TRS-05 500 18 kN 250 N 65 Nm
LHM 000-TRS-1 1000 28 kN 400 N 170 Nm

For correct measurement both axial and transverse forces and 
bending moment should be absent. In case of presence, they must 
not be greater than the values below, to be reduced in 
simultaneous presence of more solicita�ons:

lateral

Moment
axial

Overview Order-Codes for measurement of pressure and force:
   

LR-Cal LHM with internal pressure sensor:
   

LHM-0100-GP 0...100 mbar gauge 
LHM-0500-GP  LHM-0500-AP  0...500 mbar gauge 0...500 mbar absolute
LHM-1000-GP LHM-1000-AP  0...1 bar gauge  0...1 bar absolute
LHM-2500-GP LHM-2500-AP  0...2,5 bar gauge  0...2,5 bar absolute
LHM-5000-GP LHM-5000-AP  0...5 bar gauge  0...5 bar absolute

LHM-0100-VA LHM-0100-DP  -100...+100 mbar  0...100 mbar differen�al press.
LHM-0500-VA LHM-0500-DP  -500...+500 mbar  0...500 mbar differen�al press.
LHM-1000-VA LHM-1000-DP  -1...+1 bar  0...1 bar differen�al press.
LHM-2500-VA LHM-2500-DP  -1...+2,5 bar  0...2,5 bar differen�al press.
LHM-5000-VA LHM-5000-DP  -1...+5 bar  0...5 bar differen�al press.
   

External pressure sensors LHM-TP16:  LHM with internal force sensor:LR-Cal
   

LHM-P-0010 LHM-0010-N 0...10 bar    0...10 N
LHM-P-0020 LHM-0025-N 0...20 bar    0...25 N
LHM-P-0050 LHM-0050-N 0...50 bar    0...50 N
LHM-P-0100 LHM-0100-N 0...100 bar   0...100 N
LHM-P-0250 LHM-0250-N 0...250 bar   0...250 N
LHM-P-0350 LHM-0500-N 0...350 bar   0...500 N
LHM-P-0700 LHM-1000-N 0...700 bar   0...1000 N
LHM-P-1000 LHM-3000-N 0...1000 bar   0...3000 N
LHM-P-1500 LHM-5000-N 0...1500 bar   0...5000 N
LHM-P-2000 0...2000 bar

     Accuracy of pressure measurement: ±0.1% FS, op�onal ±0.05% FS.

     Accuracy of force measurement: ±0.05%.
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Included in scope of delivery:
• Handheld  without internal sensor, orLHMLR-  Cal
   Handheld with internal gauge pressure, absolute pressure or differen�al pressure sensor, orLHM LR-  Cal
   Handheld  with internal force sensorLHMLR-  Cal
• Built-in chargeable Li-Ion ba�ery 3.7 V (size 14500)
• USB charger 110...230 VAC, 5 V, 750 mA
• USB 2.0 cable
• Cer�ficate(s) of calibra�on, as follows:
   -   internal sensor:   noneLHM withoutLR-  Cal
   -  with :  Factory cer�ficate of calibra�onLHM internal pressure sensorLR-  Cal
   -  with :   ACCREDIA (DAkkS) cer�ficate for tensionLHM internal force sensorLR-  Cal
   -  :   Factory cer�ficate of calibra�onExternal pressure sensors LHM-TP16
   - :   ACCREDIA (DAkkS) cer�ficate *)  for clockwise direc�onExterne torque sensors LHM-TRS
• Transit case with suitable foams   *) Ranges 0...0,5 Nm and 0...2,5 Nm with factory cer�ficate
• Opera�ng manual (German/English)

Op�ons for all instrument versions:
• WIRELESS op�onLHM-WF  
•  Rubber cup, yellowLHM-GK 
•  Windows-So�ware (english) for PC/LaptopLHM-Cal 
•  WIRELESS Receiver 433 Mhz. for PC/Laptop with USB portPC-WIRELESS 
   

Op�ons for instruments with internal pressure sensor:
•  Accuracy ±0.05% FS (standard: 0.1% FS)LHM-KL005 
•  ACCREDIA (DAkkS) cer�ficate (standard: factory cer�ficate)LHM-AZERT 
•  Push&Pull quick fit hose connectors for pneuma�c hose 4 x 2.5 mmLPP-10-PN-STECK
   (for version with differen�al pressure sensor you need 2 pcs.)
   

Op�on and spare part for instruments with internal force sensor:
•  Op�on: ACCREDIA (DAkkS) cer�ficate for compressionLHM-N-A-D 
•  Spare part: Tool-Kit with parts for mesuring compression and tension (1 kit included)LHM-N-KIT 
   

Op�ons for external pressure sensor LHM-TP16:
•  Accuracy ±0.05% FS (standard: 0.1% FS)LHM-P-KL005 
•  ACCREDIA (DAkkS) cer�ficate (standard: factory cer�ficate)LHM-P-AZERT 
•  Doubel sealing cone 60° for pressure port ranges 1500 and 2000 barTLDMM-DK 
   

Op�ons for external torque sensor LHM-TRS:
•  Accuracy ±0.1% FS (standard: 0.2% FS)LHM-TRS-KL01 
•  ACCREDIA (DAkkS) cer�ficate, counter-clockwise direc�on, ranges 5 Nm to 500 NmLHM-TRS-AZERT-0500
•  ACCREDIA (DAkkS) cer�ficate, counter-clockwise direc�on, ranges 1000 Nm and aboveLHM-TRS-AZERT-1000

Im Lieferumfang enthaltener Koffer

Ar�kel-Nr. LHM-N-KIT
(included in scope of supply 
at version with internal force sensor) Ar�kel-Nr. PC-WIRELESS

with
WIRELESS antenna


