


Motor data
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Three-phase motor (230/400V)

203.60 20 1,200 0.168 0.27/0.16 0.60 1.53 1.81 1.83 0.18 -

211.55 40 1,300 0.290 0.48/0.28 0.60 1.89 2.97 2.97 0.61 -

235.40 60 1,390 0.400 0.51/0.30 0.59 2.40 2.34 2.43 1.00 -

235.55 90 1,350 0.649 0.58/0.34 0.65 2.71 2.22 2.22 1.40 -

263.45 120 1,365 0.840 0.87/0.50 0.66 2.80 2.00 2.30 2.60 -

263.60 180 1,380 1.250 1.18/0.68 0.63 3.20 2.20 2.40 3.30 -

203.50 30 2,700 0.130 0.30/0.17 0.65 2.40 3.00 3.10 0.18 -

211.55 80 2,700 0.280 0.61/0.35 0.63 2.74 3.30 3.30 0.57 -

Capacitor motor (230V)

203.60 20 1,200 0.153 0.28 0.90 1.29 0.79 1.15 0.18 -

211.50 40 1,300 0.300 0.48 0.94 1.69 2.83 2.83 0.61 -

235.40 60 1,380 0.421 0.56 0.94 1.86 0.62 1.35 1.00 -

235.55 90 1,350 0.634 0.71 0.96 1.92 0.62 1.27 1.40 -

263.45 120 1,350 0.850 1.03 1.00 1.88 0.58 1.26 2.60 -

263.60 180 1,360 1.270 1.53 1.00 1.34 0.71 1.24 3.30 -

203.50 30 2,700 0.130 0.30 0.65 2.40 3.00 3.10 0.18 -

211.55 80 2,700 0.280 0.61 0.63 2.74 3.30 3.30 0.57 -

EC-motor

305.50 60 3,000 0.20 0.5 - up to 3 up to 3 - 0.23 230

305.50 60 3,000 0.20 4.0 - up to 3 up to 3 - 0.23 24

306.30 95 3,000 0.30 0.6 - up to 3 up to 3 - 0.38 230

306.30 95 3,000 0.30 5.2 - up to 3 up to 3 - 0.38 24

307.55 220 3,000 0.70 1.4 - up to 3 up to 3 - 1.40 230

Contraction Unit Explanation

Pn [W] Output power

nn [rpm] Nominal speed

M
n [Nm] Nominal torque

I
n [A] Nominal current

I
A
 / I

n Ratio of starting to nominal current

M
A
 / M

n Ratio of starting to nominal torque

M
K
 / M

n Ratio of breakdown to nominal torque

J [Kgcm2] Mass moment of inertia

Legend for motor data





Helical gear - Q-Series 

• Torque up to 80 Nm

• Stages: 2 and 3 stages

• Sizes: 7

• Ratio: 3 : 1 to 180 : 1

• Degree of effi ciency: up to 95 %

• Oil lubrication

• Options: with foot

Helical bevel gear - K-Series

• Torque up to 80 Nm

• Stages: 3 stages

• Sizes: 3

• Ratios: 7 : 1 to 170 : 1

• Degree of effi ciency: up to 90 %

• Oil lubrication

• Options: fl ange, foot plates,

• torque support

Worm gears - S-Series

• Torque up to 20 Nm

• Stages: 1 stage

• Sizes: 1

• Ratios: 7 : 1 up 100 : 1

• Degree of effi ciency: up to 77 %

• Grease lubrication

• Options: fl ange

Technical data subject to change ! Last changes: 01/2016

Phone: 09441/707-0 
Fax: 09441/707-257
www.heidrive.de

Heidrive GmbH 
Starenstraße 23
93309 Kelheim

Our aim is to manufacture goods of highest quality. For the gears of our Heidrive Program, the surface of the 

gearings is hardened according to a special method. Heidrive gears are geometrically optimized and rated for 

endurance strength. They dispose of a compact design, show a very low noise level, are maintenance-free and very 

robust.

Heidrive gears have been designed especially for the fi eld of machine construction. The gears use anti-friction 

bearings. Optimized output shaft bearings allow high radial and axial forces. The light aluminium housing hardly 

experiences any corrosion. Due to their compact design, the gears are very resistant. In combination with compact 

motors (IP 40), Heidrive offers an interesting alternative to the profi le motors in terms of price.

Technical data gears

Quality
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