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4000 Generation Modules

ATEX EtherNet/IP Interface
Module 4X50A

 

 

Made in Denmark                             
EtherNet/IP fieldbus interface
Weighing module for up to 4 digital load
cells
For ATEX / IECEx and non-ATEX
applications                    
Plug-and-play installation with Eilersen
digital load cells
Advanced digital filters (configurable) 

A ”Digital Junction Box” that can be mounted near the load cells or
in a central panel
Small Form Factor
Setup via dip switches
For ATEX / IECEx when supplied by power supply type 4051A
The power supply 4051A and module type 4X50A must be installed
outside the hazardous zone
Application software can be made by request

Special Features

EtherNet IP Module Type 4X50A Datasheet PDF

Specifications

Dimensions (mm)

https://www.eilersen.com/index.php?eID=tx_cms_showpic&file=763&md5=e2de8ba08532953f75e0c235f994386d9d0763d1&parameters%5B0%5D=YTo0OntzOjU6IndpZHRoIjtzOjQ6IjgwMG0iO3M6NjoiaGVpZ2h0IjtzOjM6IjYw&parameters%5B1%5D=MCI7czo3OiJib2R5VGFnIjtzOjQyOiI8Ym9keSBiZ0NvbG9yPSIjZmZmZmZmIiBz&parameters%5B2%5D=dHlsZT0ibWFyZ2luOjA7Ij4iO3M6NDoid3JhcCI7czozNzoiPGEgaHJlZj0iamF2&parameters%5B3%5D=YXNjcmlwdDpjbG9zZSgpOyI%2BIHwgPC9hPiI7fQ%3D%3D
https://www.eilersen.com/fileadmin/user_upload/download/Datasheets/Modules/List_all/EtherNet_IP_Module_Type_4X50A_Datasheet.pdf
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Disclaimer and Legal Information: The information on this web site is provided in connection with products supplied by Eilersen Electric A/S and affiliated companies
(“Eilersen”). No license, expressed or implied, to any intellectual property rights is granted by this information or any documents on the web site. Eilersen assumes no
liability and disclaims any expressed or implied warranty, relating to sale and/or use of Eilersen products including liability or warranties relating to fitness for a particular
purpose. The information on this web site is provided as a service and for information purpose only and is subject to change without prior notice. Eilersen assumes no
responsibility or liability whatsoever for any errors or inaccuracies that may appear on this web site. Eilersen is not responsible for any loss of hardware, software or
files, caused by the use of the web site or elements downloaded or used from/on the web site. Hence Eilersen makes no warranty, that the web site or product or

Prepared for panel mounting on DIN rail
Mounted in stainless steel housing
Customized application software
OEM version

Weighing Module Type 4X50A Datasheet PDF
4000 Generation ATEX Certificate SEV14 ATEX 0171 (ENGLISH)
4000 Generation IECEx Certificate SEV 14.0023X (ENGLISH)
ATEX 4XXXA - 4051A - EXAMPLE illustration showing ATEX load cell connection
Outer dimensions 4XXX weighing module in 3D STEP format (right click -> "Save Link As...")
4000 General Drawings NON-ATEX
4000 General Drawings ATEX

Important notice EtherNet IP:

Please ensure that you choose the EDS file and manual from this page, which corresponds to the program name listed on
the label on your EtherNet/IP module.

If the files listed here do not correspond to your module, please contact us with information on the serial no of your module
so we can send you the correct documentation.

0609mu4X50-4v4 4X50 EtherNet IP Manual UK PDF
0609 EDS File 4x50-4v4 (right click - Save link as)

Manual and software for download of new software and changing the IP address for the 4X50A Ethernet/IP module
EE Connect 160305 Version 1v0 ENG (zip file: right click -> "Save Link As...")

 

 

Options

Documentation

https://www.eilersen.com/fileadmin/user_upload/download/Datasheets/Modules/List_all/EtherNet_IP_Module_Type_4X50A_Datasheet.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Certificates/ATEX_Certificates/List_all/SEV_14_ATEX_0171_X_English_6000_Generation_ATEX_Certificate.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Certificates/ISO_IECEx_Certificates/List_all/IECEx_SEV_14.0023X_0_signed_certificate.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Pictures/Modules/List_all/ATEX_4XXXA_-_4051A_-_EXAMPLE_illustration_showing_ATEX_load_cell_connection.pdf
https://www.eilersen.com/fileadmin/user_upload/download/3D_CAD_files/Load_Cells/List_all/4XXX_interface_module.stp
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Modules/List_all/4XXXA_Connections_NON-ATEX_TH.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Modules/List_all/4XXXA_Connections_ATEX_TH.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Modules/List_all/0609mu4X50-4v4.pdf
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Modules/List_all/100609-4v4.eds
https://www.eilersen.com/fileadmin/user_upload/download/Manuals/Modules/List_all/EEConnect-160305-1v0-eng.zip


10/31/2019 ATEX EtherNet/IP Interface Module 4X50A - Eilersen

https://www.eilersen.com/ethernet-weighing-module/product/atex-ethernetip-interface-module-4x50a/?print=1 3/3

services provided on the web site (including free software downloads) will meet your requirements or will be uninterrupted, timely, secure or without errors, or that the
web site or the servers used by Eilersen are free of viruses or bugs or are fully functional or accurate.


