
5/4/2017 Analog Output Module MCE2029  Eilersen

http://www.eilersen.com/analogweighingmodule/product/analogoutputmodulemce2029/?print=1 1/2

2000 Generation Modules

Analog Output Module
MCE2029

 

 

Made in Denmark
Analog 420mA or 010Vdc ACTIVE output
Digital RS485 serial communication
Six character LED display
2 digital inputs + 2 digital outputs
Can be used for up to 8 digital load cells
Shows the weight on each of the load cells
Shows the summed weight for all the load
cells

Configurable measuring time (40 ms > 4 seconds)
16bit D/A converter
3 different FIR filters selectable by dip switches
Plugandplay installation with precalibrated digital load
cells
Input for zero and tare
Setup via keys and dip switches
Application software can be made by request

Special Features

Analog Output Module Type MCE2029 Datasheet PDF

Specifications

Dimensions (mm)
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Disclaimer and Legal Information: The information on this web site is provided in connection with products supplied by Eilersen Electric A/S and affiliated
companies (“Eilersen”). No license, expressed or implied, to any intellectual property rights is granted by this information or any documents on the web site.
Eilersen assumes no liability and disclaims any expressed or implied warranty, relating to sale and/or use of Eilersen products including liability or warranties
relating to fitness for a particular purpose. The information on this web site is provided as a service and for information purpose only and is subject to change
without prior notice. Eilersen assumes no responsibility or liability whatsoever for any errors or inaccuracies that may appear on this web site. Eilersen is not
responsible for any loss of hardware, software or files, caused by the use of the web site or elements downloaded or used from/on the web site. Hence Eilersen
makes no warranty, that the web site or product or services provided on the web site (including free software downloads) will meet your requirements or will be
uninterrupted, timely, secure or without errors, or that the web site or the servers used by Eilersen are free of viruses or bugs or are fully functional or accurate.

Prepared for panel mounting on DIN rail
Mounted in stainless steel housing
Customized application software
OEM version

Analog Output Module Type MCE2029 Datasheet PDF
MCE2029 ANALOG  MCE2010  illustration showing load cell connection PDF
ATEX 4X40A  4051A  MCE2029 ANALOG  illustration showing ATEX load cell connection PDF
0322mu202920100a MCE2029 Standard Manual UK PDF
0322md202920100a MCE2029 Standard Manual DK PDF

Options
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