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Shut-off valves with bar actuators

Technical data sheet

Type PZR



2

One-piece shut-off valve which is seated centrally and designed to favor flow. It is tight closing in both flow directions.  The seat 
seal is vulcanized on a carrier ring and exchangeable.

The shut-off valve is pneumatically double- or single-actuated or can be opened or closed using spring force. It has a flange 
connection for clamping between flanges acc. to DIN 2501.

The pneumatic control of the actuator is optionally carried out with a directly mounted or separate 5/2 or 3/2 way valve which 
can be operated electrically, pneumatically or manually.

Neutral gases or liquids with a viscosity of up to 120 mm²/s can be used as flow media. It should be noted that media that 
increase the actuation torque require a different actuator assignment. In case of aggressive media, please refer to the material 
resistance tables ZXWBT343.

Product description

Technical data of the shut-off valves

Technical data

Nominal size DN 40 – DN 600 

Mounting position any 

Nominal/operating pres-
sure 

DN 40 to DN 300 max. PN16
DN 350 to DN 600 max. PN 10

Structural length acc. to DIN EN 558-1 series 20 (K1)

Temperature range With EPDM seat = -30° C to +120° C
With NBR seat = -20° C to +80° C

Materials of the valve Housing: GGG40 (JS1030) 
Collar: EDPM, vulcanized on carrier ring, exchangeable 
Disc: Stainless steel 1.4408 (CF8M) 
Shaft: Stainless steel 1.4021 (AISI420), one-piece

Flow media Neutral gases and liquids; viscosity up to 120 mm2/s

Flow direction any

Pneumatic control Optionally with a directly mounted or separate 5/2 or 3/2 way valve; 
can be operated electrically, pneumatically or manually

Technical data of drive GD/GS

Technical data

Control pressure 2 to 8 bar

Control medium/quality Air or neutral gases (other media on request)
Acc. to DIN ISO 8573-1 class 4 (minimum requirement)

Ambient temperature -20 °C to +80 °C (standard)
-20 °C to +160 °C (high temperature design)

Actuation Pneumatically double- or single-acting

End position adjustment +5° to -5° adjustable in both end positions

Interfaces Acc. to EN ISO 5211 and VDI/VDE 3845 
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The following special designs are available on request:
- ���In identical design with electric actuator (type EZR) or hand lever / gearbox actuation (type HZR)
- ���Valve can also be used as end fitting (LUG-type)
- ���Seat seal made of NBR, FKM, EPDM or silicone

Special designs

GD

DN
4 bar 

actuators
6 bar 

actuators
40 GD-063 GD-063
50 GD-063 GD-063
65 GD-063 GD-063
80 GD-063 GD-063
100 GD-083 GD-075
125 GD-083 GD-075
150 GD-105 GD-092
200 GD-140 GD-125
250 GD-140 GD-140
300 GD-160 GD-140
350 GD-160 GD-140
400 GD-190 GD-160
450 GD-210 GD-190
500 GD-240 GD-190
600 GD-270 GD-240

GS spring closed

DN
4 bar 

actuators
6 bar 

actuators
40 GS-075-08 GS-063-10
50 GS-075-08 GS-063-10
65 GS-075-09 GS-063-12
80 GS-083-10 GS-083-10

100 GS-092-10 GS-092-10
125 GS-105-09 GS-105-10
150 GS-140-08 GS-125-12
200 GS-160-08 GS-140-12
250 GS-190-08 GS-160-12
300 GS-190-10 GS-190-10
350 GS-210-10 GS-190-12
400 GS-240-08 GS-210-12
450 GS-270-09 GS-270-10
500 GS-300-08 GS-270-12
600 GS-350-08 GS-350-12

GS spring open

DN
4 bar 

actuators
6 bar 

actuators
40 GS-075-06 GS-063-08
50 GS-075-06 GS-063-08
65 GS-075-07 GS-063-10
80 GS-083-07 GS-075-10

100 GS-092-07 GS-083-10
125 GS-105-07 GS-092-10
150 GS-140-06 GS-125-10
200 GS-160-06 GS-140-10
250 GS-190-06 GS-160-10
300 GS-190-07 GS-160-10
350 GS-210-07 GS-190-09
400 GS-240-06 GS-190-10
450 GS-270-07 GS-240-10
500 GS-300-07 GS-270-08
600 GS-350-06 GS-300-08

Actuator assignment

Product features

Shut-off valves of type PZR have the 
following special features as standard:
- Spindle is multiply sealed
- �Seal ring supported in housing  

and vulcanized on carrier ring
- �Disc made of stainless steel  

1.4408 (CF8M)

End position adjustment Solenoid valve interface
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Measurement chart

DN
Actuator 

size
A B C D E F G H I J L Weight (kg)

40
063 165

32
318 61 G 1/4“ 83 72 88

130
/ 12 3.90

075 182 229.5 73.3 G 1/4“ 95 84 99.5 / 11 4.45

50
063 165

43
339 61 G 1/4“ 83 72 88

136
/ 12 4.60

075 182 350.5 73.3 G 1/4“ 95 84 99.5 / 11 5.15

65
063 165

46
354 61 G 1/4“ 83 72 88

145
/ 12 5.60

075 182 365.5 73.3 G 1/4“ 95 84 99.5 / 11 6.15

80
063 165

46
371 61 G 1/4“ 83 72 88

151
/ 12 5.80

075 182 382.5 73.3 G 1/4“ 95 84 99.5 / 11 6.35
083 208 392 80 G 1/4“ 103 92 109 / 12 7.05

100
075 182

52
419.5 73.3 G 1/4“ 95 84 99.5

175
/ 11 7.65

083 208 429 80 G 1/4“ 103 92 109 / 12 8.65
092 262 436.5 91 G 1/4“ 109.5 102 116.5 / 9 10.34

125

075 182

56

451.5 73.3 G 1/4“ 95 84 99.5

190

/ 11 8.65
083 208 461 80 G 1/4“ 103 92 109 / 12 9.35
092 262 468.5 91 G 1/4“ 109.5 102 116.5 / 9 11.34
105 270 485 99.5 G 1/4“ 124.5 115 133 / 7.5 12.16

150

092 262

56

497.5 91 G 1/4“ 109.5 102 116.5

203

/ 9 13.34
105 270 514 99.5 G 1/4“ 124.5 115 133 / 7.5 14.16
125 301 536 127 G 1/4“ 142 135 155 / 8.5 18.10
140 395 559 138 G 1/4“ / 152 172 / 7 22.12

200
125 301

60
584 127 G 1/4“ 142 135 155

225
/ 8.5 24.00

140 395 601 138 G 1/4“ / 152 172 / 7 28.02
160 454 626 159.5 G 1/4“ / 174 197 / 6 38.52

250
140 395

68
680 138 G 1/4“ / 152 172

271
/ 7 36.32

160 454 705 159.5 G 1/4“ / 174 197 / 6 46.82
190 528 818 188 G 1/4“ / 206 230 80 8.5 58.15

300
140 395

78
740 138 G 1/4“ / 152 172

296
/ 7 47.02

160 454 765 159.5 G 1/4“ / 174 197 / 6 57.52
190 528 878 188 G 1/4“ / 206 230 80 8.5 68.85

350

140 395

78

808 138 G 1/4“ / 152 172

305

/ 7 64.02
160 454 833 159.5 G 1/4“ / 174 197 / 6 74.52
190 528 866 188 G 1/4“ / 206 230 / 8.5 82.40
210 536 892 205.5 G 1/4“ / 226 255 / 10.5 89.80

400

160 454

102

1014 159.5 G 1/4“ / 174 197

378

80 6 103.97
190 528 967 188 G 1/4“ / 206 230 / 8.5 108.40
210 536 992 205.5 G 1/4“ / 226 255 / 10.5 115.80
240 608 1127 67.5 G 1/4“ 260 160 289 100 10.5 139.20

450

190 528

114

1030 188 G 1/4“ / 206 230

417

/ 8.5 135.40
210 536 1055 205.5 G 1/4“ / 226 255 / 10.5 142.80
240 608 1090 67.5 G 1/4“ 260 160 289 / 10.5 160.00
270 721 1129 79 G 1/2“ 294 160 328 / 13.5 181.70

500

190 528

127

1091 188 G 1/4“ / 206 230

440

/ 8.5 162.40
210 536 1116 205.5 G 1/4“ / 226 255 / 10.5 169.80
240 608 1151 67.5 G 1/4“ 260 160 289 / 10.5 187.00
270 721 1190 79 G 1/2“ 294 160 328 / 13.5 208.70
300 769 1210 174 G 1/2“ 406 210 348 / / 251.70

600

240 608

154

1281 67.5 G 1/4“ 260 160 289

495

/ 10.5 262.00
270 721 1320 79 G 1/2“ 294 160 328 / 13.5 283.70
300 769 1340 174 G 1/2“ 406 210 348 / / 226.70
350 909 1400 204 G 1/2“ 460 280 408 / / 415.20



5

Dimensional drawing GD/GS-040-270
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Dimensional drawing GD/GS-300-400


