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Technical Data

Output Signals

Pin Assignment
2 Channels: A, B 

Pin 1 2 3 4

Colour Black White Red Green

Description Gnd A+ Vcc B+

Signal: A, B, Z

Pin 1 2 3 4 5 6 7 8 9

Colour Yellow/
Black

Yellow/
White

Green/ 
Black

Green White/ 
Black

White Black Red

Description Shield Z- Z+ B- B+ A- A+ Gnd Vcc

Rel. Humidity: 20 to 85 %  |  Ambient Temp.: - 20 to + 80 °C

Model Pulses per Revolution Phases Shaft ø (mm ) Output Supply Voltage Mounting Diameter

OG30A 96 - 1050 2: AB 4 - 8 Line-Treiber 5 V ø 19.05 / M2.5

OG22A 200, 256 2: AB 4 Line-Treiber 5 V ø 16.86 / M2

OG30B 50 - 1024 3: ABZ 4 - 8 Line-Treiber 5 V ø 19.05 / M2.5

OG302C 50 - 1024 3: ABZ 4 - 8 Line-Treiber 5 V ø 19.05 / M2.5

OG22A 200, 256 3: ABZ 4 Line-Treiber 5 V ø 16.86 / M2

OG28A 100 - 1025 3: ABZ 4 - 6.35 Line-Treiber 5 V ø 34.00 / M3

OG40A 100 - 4000 3: ABZ 4 - 8 Line-Treiber 5 V ø 46.00 / M3
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Encoder for BLDC Motor

Optical Incremental Type


